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Product Specifications

ARCADE Honey

Grain / Color  
Strand Woven / Honey

Dimensions 
5” wide, 7/16” thick, 36-1/4” long 
2.5mm wearlayer
 
Construction 
Engineered with HFD Uniclic Core and Pine 
backing
 
Milling 
Micro-beveled edges, Unclick Locking System

Finish 
Treffert UV Cured  Aluminum-Oxide and Acrlylic 
Urethane finish coats for the most durable finish in 
the industry

Adhesives 
Dynea Prefere adhesives. No added urea-
formaldehyde
 
Installation 
Floating click-lock installation 
Radiant Floor Heating Compatible
 
Hardness 
Janka Hardness Rating of 3000+
 
Environmental 
Made without added urea-formaldehyde. ISO 9001 
Certified. Qualifies for LEED® Credits MR6	 
--Rapidly Renewable Material and Credit IEQ 4.3	
--Low-Emitting Flooring Systems 
 
Warranty 
25yr residential warranty against finish wear-
through (5yr commercial). Lifetime warranty 
against manufacturer defects.

SKU 55500Our hardest ARCADE line made with compressed bamboo on a Uniclic HDF core. Our ARCADE line 

of bamboo flooring is the hardest wood floor on the market today. It is created by combining strands 

of bamboo into a unique, organic pattern then compressed under tons of pressure. This results in an 

extrememly dense floor and hard floor that is difficult to dent. It’s Janka Hardness Rating is over 3000 (Oak 

is about 1300 on the same scale). ARCADE line bamboo flooring is ideal for high-traffic residential and 

commercial applications.

The ARCADE line of bamboo floors are created using an easy-to-install Unliclic system that makes 

installation, literally, a snap. Few tools are required when installing this floor as the self-locking edges hold 

the floor together. Our ARCADE line is milled with micro-beveled edges that offer a traditional plank 

appearance.
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Coordinating Transitions & Moldings
Product Name	 Length	 Item Number

Base Shoe	 6 Feet	 50001

End Cap	 6 Feet 	 500600	

Quarter Round	 6 Feet	 56100

Reducer, Flush	 6 Feet 	 500150	

Reducer, Overlap	 6 Feet 	 500300	

Stair Nose, Flush	 6 Feet 	 500420	

Stair Nose, Overlap	 6 Feet	 560180	

Stair Riser 	 6 Feet 	 56912_H	

Stair Tread 	 6 Feet 	 56736	

T-mold	 6 Feet 	 590170	

Threshold 	 6 Feet 	 500700	

Wallbase 	 6 Feet 	 50090

Cross-sectional view of ARCADE line flooring.
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Product Specifications

ARCADE Mocha

Grain / Color  
Strand Woven / Honey

Dimensions 
5” wide, 7/16” thick, 36-1/4” long 
2.5mm wearlayer
 
Construction 
Engineered with HFD Uniclic Core and Pine 
backing
 
Milling 
Micro-beveled edges, Unclick Locking System

Finish 
Treffert UV Cured  Aluminum-Oxide and Acrlylic 
Urethane finish coats for the most durable finish in 
the industry

Adhesives 
Dynea Prefere adhesives. No added urea-
formaldehyde
 
Installation 
Floating click-lock installation 
Radiant Floor Heating Compatible
 
Hardness 
Janka Hardness Rating of 3000+
 
Environmental 
Made without added urea-formaldehyde. ISO 9001 
Certified. Qualifies for LEED® Credits MR6	 
--Rapidly Renewable Material and Credit IEQ 4.3	
--Low-Emitting Flooring Systems 
 
Warranty 
25yr residential warranty against finish wear-
through (5yr commercial). Lifetime warranty 
against manufacturer defects.

SKU 55501Our hardest ARCADE line made with compressed bamboo on a Uniclic HDF core. Our ARCADE line 

of bamboo flooring is the hardest wood floor on the market today. It is created by combining strands 

of bamboo into a unique, organic pattern then compressed under tons of pressure. This results in an 

extrememly dense floor and hard floor that is difficult to dent. It’s Janka Hardness Rating is over 3000 (Oak 

is about 1300 on the same scale). ARCADE line bamboo flooring is ideal for high-traffic residential and 

commercial applications.

The ARCADE line of bamboo floors are created using an easy-to-install Unliclic system that makes 

installation, literally, a snap. Few tools are required when installing this floor as the self-locking edges hold 

the floor together. Our ARCADE line is milled with micro-beveled edges that offer a traditional plank 

appearance.
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Coordinating Transitions & Moldings
Product Name	 Length	 Item Number

Base Shoe	 6 Feet	 59018

End Cap	 6 Feet 	 500550	

Quarter Round	 6 Feet	 56101

Reducer, Flush	 6 Feet 	 500260	

Reducer, Overlap	 6 Feet 	 500250	

Stair Nose, Flush	 6 Feet 	 500410	

Stair Nose, Overlap	 6 Feet	 56018_M

Stair Riser 	 6 Feet 	 56912_M	

Stair Tread 	 6 Feet 	 56737	

T-mold	 6 Feet 	 560230	

Threshold 	 6 Feet 	 500190	

Wallbase 	 6 Feet 	 50085

Cross-sectional view of ARCADE line flooring.
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Product Specifications

HYBRID Chai

Grain / Color  
Strand Woven / Chai

Dimensions 
5” wide, 9/16” thick, 72-7/8” long 
3.7mm wearlayer
 
Construction 
Engineered with bamboo core and backing
 
Milling 
Micro-beveled edges 
Tongue & groove on all 4 sides

Finish 
Treffert UV Cured  Aluminum-Oxide and Acrlylic 
Urethane finish coats for the most durable finish in 
the industry

Adhesives 
Dynea Prefere adhesives. No added urea-
formaldehyde
 
Installation 
Nail / Staple, Float, or Glue 
Radiant Floor Heating Compatible
 
Hardness 
Janka Hardness Rating of 3000+
 
Environmental 
FSC Certified: FSC C020547 
Qualifies for LEED® Credit MR6 
	 --Rapidly Renewable Material 
Qualifies for LEED® Credit IEQ 4.3 
	 --Low-Emitting Flooring Systems 
 
Warranty 
25yr residential warranty against finish wear-
through (5yr commercial). Lifetime warranty 
against manufacturer defects.

SKU 55822HYBRID line bamboo flooring is one of the the hardest wood floors on the market today.  An extremely 

hard floor that is difficult to dent, Bamboo Hardwoods’ HYBRID line has a Janka hardness rating of over 

3000. It is Ideal for high-traffic residential and commercial applications.

Our HYBRID line is known as a floating floor, which allows for installation over in-floor radiant heating 

systems, as well as over concrete slab and in basements. A floating installation will also allow the use of 

acoustical underlayment, which will reduce noise transmission within the room, and to surrounding rooms. 

Finally, this floor is also compatible with the traditional nail-down installation method. 

Pre-finished with a durable, long-lasting finish, our HYBRID line will save you the hassle of having to finish the 

floor yourself, now or in the future. Every pre-finished floor comes with a 25-year warranty that guarantees 

the finish will not fail within 25 years (under normal use, see Warranty for complete details).
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Cross-sectional view of HYBRID line flooring.
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Product Specifications

HYBRID Hazelnut

Grain / Color  
Strand Woven / Chai

Dimensions 
4-3/4” wide, 9/16” thick, 72-7/8” long 
3.7mm wearlayer
 
Construction 
Engineered with bamboo core and backing
 
Milling 
Micro-beveled edges 
Tongue & groove on all 4 sides

Finish 
Treffert UV Cured  Aluminum-Oxide and Acrlylic 
Urethane finish coats for the most durable finish in 
the industry

Adhesives 
Dynea Prefere adhesives. No added urea-
formaldehyde
 
Installation 
Nail / Staple, Float, or Glue 
Radiant Floor Heating Compatible
 
Hardness 
Janka Hardness Rating of 3000+
 
Environmental 
FSC Certified: FSC C020547 
Qualifies for LEED® Credit MR6 
	 --Rapidly Renewable Material 
Qualifies for LEED® Credit IEQ 4.3 
	 --Low-Emitting Flooring Systems 
 
Warranty 
25yr residential warranty against finish wear-
through (5yr commercial). Lifetime warranty 
against manufacturer defects.

SKU 55821HYBRID line bamboo flooring is one of the the hardest wood floors on the market today.  An extremely 

hard floor that is difficult to dent, Bamboo Hardwoods’ HYBRID line has a Janka hardness rating of over 

3000. It is Ideal for high-traffic residential and commercial applications.

Our HYBRID line is known as a floating floor, which allows for installation over in-floor radiant heating 

systems, as well as over concrete slab and in basements. A floating installation will also allow the use of 

acoustical underlayment, which will reduce noise transmission within the room, and to surrounding rooms. 

Finally, this floor is also compatible with the traditional nail-down installation method. 

Pre-finished with a durable, long-lasting finish, our HYBRID line will save you the hassle of having to finish the 

floor yourself, now or in the future. Every pre-finished floor comes with a 25-year warranty that guarantees 

the finish will not fail within 25 years (under normal use, see Warranty for complete details).
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Cross-sectional view of HYBRID line flooring.
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Product Specifications

HYBRID Java

Grain / Color  
Strand Woven / Chai

Dimensions 
5” wide, 9/16” thick, 72-7/8” long 
3.7mm wearlayer
 
Construction 
Engineered with bamboo core and backing
 
Milling 
Micro-beveled edges 
Tongue & groove on all 4 sides

Finish 
Treffert UV Cured  Aluminum-Oxide and Acrlylic 
Urethane finish coats for the most durable finish in 
the industry

Adhesives 
Dynea Prefere adhesives. No added urea-
formaldehyde
 
Installation 
Nail / Staple, Float, or Glue 
Radiant Floor Heating Compatible
 
Hardness 
Janka Hardness Rating of 3000+
 
Environmental 
FSC Certified: FSC C020547 
Qualifies for LEED® Credit MR6 
	 --Rapidly Renewable Material 
Qualifies for LEED® Credit IEQ 4.3 
	 --Low-Emitting Flooring Systems 
 
Warranty 
25yr residential warranty against finish wear-
through (5yr commercial). Lifetime warranty 
against manufacturer defects.

SKU 55824HYBRID line bamboo flooring is one of the the hardest wood floors on the market today.  An extremely 

hard floor that is difficult to dent, Bamboo Hardwoods’ HYBRID line has a Janka hardness rating of over 

3000. It is Ideal for high-traffic residential and commercial applications.

Our HYBRID line is known as a floating floor, which allows for installation over in-floor radiant heating 

systems, as well as over concrete slab and in basements. A floating installation will also allow the use of 

acoustical underlayment, which will reduce noise transmission within the room, and to surrounding rooms. 

Finally, this floor is also compatible with the traditional nail-down installation method. 

Pre-finished with a durable, long-lasting finish, our HYBRID line will save you the hassle of having to finish the 

floor yourself, now or in the future. Every pre-finished floor comes with a 25-year warranty that guarantees 

the finish will not fail within 25 years (under normal use, see Warranty for complete details).

bamboohardwoods¨

www.bamboohardwoods.com

Cross-sectional view of HYBRID line flooring.
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Product Specifications

HYBRID Nutmeg

Grain / Color  
Strand Woven / Chai

Dimensions 
5” wide, 9/16” thick, 72-7/8” long 
3.7mm wearlayer
 
Construction 
Engineered with bamboo core and backing
 
Milling 
Micro-beveled edges 
Tongue & groove on all 4 sides

Finish 
Treffert UV Cured  Aluminum-Oxide and Acrlylic 
Urethane finish coats for the most durable finish in 
the industry.

Adhesives 
Dynea Prefere adhesives. No added urea-
formaldehyde
 
Installation 
Nail / Staple, Float, or Glue 
Radiant Floor Heating Compatible
 
Hardness 
Janka Hardness Rating of 3000+
 
Environmental 
FSC Certified: FSC C020547 
Qualifies for LEED® Credit MR6 
	 --Rapidly Renewable Material 
Qualifies for LEED® Credit IEQ 4.3 
	 --Low-Emitting Flooring Systems 
 
Warranty 
25yr residential warranty against finish wear-
through (5yr commercial). Lifetime warranty 
against manufacturer defects.

SKU 55823HYBRID line bamboo flooring is one of the the hardest wood floors on the market today.  An extremely 

hard floor that is difficult to dent, Bamboo Hardwoods’ HYBRID line has a Janka hardness rating of over 

3000. It is Ideal for high-traffic residential and commercial applications.

Our HYBRID line is known as a floating floor, which allows for installation over in-floor radiant heating 

systems, as well as over concrete slab and in basements. A floating installation will also allow the use of 

acoustical underlayment, which will reduce noise transmission within the room, and to surrounding rooms. 

Finally, this floor is also compatible with the traditional nail-down installation method. 

Pre-finished with a durable, long-lasting finish, our HYBRID line will save you the hassle of having to finish the 

floor yourself, now or in the future. Every pre-finished floor comes with a 25-year warranty that guarantees 

the finish will not fail within 25 years (under normal use, see Warranty for complete details).
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Cross-sectional view of HYBRID line flooring.


